Carver Cascade 2 & Cascade 2 GE Caravan Water Heater
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Using the Gas Heating

Before switching on ensure that the system is full of water e.g. water flows from the hot taps and never use a batter charger as the only source of supply.

1. Ensure that the gas and 12 volt supply are on

2. Turn on at the wall switch

3. If a green light shows continuously then the heater is working satisfactorily.

4. If the green and red lights show after approx 10 seconds slide the switch to the off position, wait 3 minutes and switch on again.

5. If green and yellow lights show then the voltage to the control is too low. Recharge the battery.

To switch the heater off move the slide switch upwards.

Winter Precautions and draining the system

During the winter the water heater will freeze and be damaged if you do not drain it. To drain the system you should park the motor home on level ground. Make sure that the gas and electric supplies are turned off. Open all hot and cold taps and shower heads. Now remove the drain plug ( see diagram 1 where it is just visible – bottom left plastic screw plug ) and store it in a safe place. Water will now drain out of the system and can take up to an hour.

General Description
The Cascade 2 and Cascade 2 GE are storage heaters with a 8 litre (2 gallon) capacity. The heater is installed through the wall of the Motor Home with only the flue cowl visible.

Control of he gas operation is made from the wall mounted remote controller  inside the motor home and shown here in diagram 2 above. This controller contains both the working and 12v DC fuses. On the front are the indicators which show the state of the heater. The lights on this controller do not show that mains electricity is being used.

The Cascade 2 GE requires the use of mains electricity which can be used as an alternative to the gas operation or used with the gas to facilitate a faster warm-up. The immersion element can be used on 220 or 240 volt 50hz and is rated at605 and 660 watts respectively. 

The temperature of the water on the gas operation may be adjusted by rotating the thumb wheel of the thermostat situated behind the flue cowl. The temperature range is approx 52 degree C to 70 degree C. The thermostat for the mains electric operation is not adjustable and is set to give a water temperature of approximately 70 degree centigrade.

This unit was purchased and fitted by:

Carver & Co (Engineers) Ltd

Engine Lane

Coppice Side Industrial Estate

Brownhills, Walsall,

West Midlands. WS8 7ES.

Tel: 01543 452122
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